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Installation

Important safety indications

Environmental protection and disposal

Thank you for choosing one of our products.
For the best results, please read this manual
carefully and retain it for future reference. Be-
fore installing the oven, take note of the serial
number, which you may need if any repairs are
required. Check that the oven has not been
damaged during transportation. If in doubt,
consult a qualified technician before using
the oven. Keep all packaging materials out of
reach of children. When the oven is switched
on for the first time, strong-smelling smoke

may develop. This is caused by the glue on the
insulation panels heating for the first time. If it
occurs, do not worry, just wait for the smoke
to dissipate before putting food in the oven.
The manufacturer accepts no responsibility in
cases where the instructions contained in this
document are not observed.

NOTE: The oven functions, properties and ac-
cessories cited in this manual will vary depend-
ing on the model you have purchased.
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Important safety indications

SAFETY INSTRUCTIONS

Children should not play with the appliance.

The appliance can be used by those aged 8 or over and by those with
limited physical, sensorial or mental capacities, without experience
or knowledge of the product, only if supervised or provided with
instruction as to the operation of the appliance, in a safe way with
awareness of the possible risks.

Cleaning and maintenance should not be carried out by unsuper-
vised children,

WARNING: the appliance and accessible parts become hot during
use. Be careful not to touch any hot parts.

WARNING: the accessible parts may become hot during use. Young
children should be kept away.

WARNING: in order to avoid any danger caused by the accidental re-
setting of the thermal interruption device, the appliance should not
be powered by an external switching device, such as a timer, or be
connected to a circuit that is regularly switched on and off.

Children under 8 should be kept at a safe distance from the appli-
ance if not continuously supervised.

Do not use a steam cleaner or high pressure spray for cleaning op-
erations.

Disconnect the appliance from the mains electricity supply before
carrying out any work or maintenance on it.

INSTALLATION RECOMMENDATIONS/WARNINGS

The manufacturers have no obligation to carry this out. If the assis-
tance of the manufacturer is required to rectify faults arising from
incorrect installation, this assistance is not covered by the guaran-
tee. The installation instructions for professionally qualified person-
nel must be followed. Incorrect installation may cause harm or injury
to people, animals or belongings. The manufacturer cannot be held
responsible for such harm or injury.

No additional operation/setting is required in order to operate the
appliance at the rated frequencies.

ENS5



« The appliance must not be installed behind a decorative door in or-
der to avoid overheating.

« Theovencanbelocatedhighina column orunder a worktop. Before
fixing, you must ensure good ventilation in the oven space to allow
proper circulation of the fresh air required for cooling and protecting
the internal parts. Make the openings specified on last page accord-
ing to the type of fitting.

ELECTRICAL WARNINGS

o Ifthe ovenis provided by the manufacturer without plug:
THE APPLIANCE MUST NOT BE CONNECTED TO THE POWER
SOURCE USING PLUG OR SOCKETS, BUT MUST BE DIRECTLY
CONNECTED TO THE SUPPLY MAINS. The connection to the pow-
er source must be carried out by a suitably qualified professional. In
order to have an installation compliant to the current safety legisla-
tion the oven must be connected only placing an omnipolar break-
er, with contact separation compliant to the requirements for over-
voltage category lll, between the appliance and the power source.
The omnipolar breaker must bear the maximum connected load and
must be in line with current legislation. The yellow-green earth ca-
ble should not be interrupted by the breaker. The omnipolar breaker
used for the connection must be easily accessible when the appli-
ance is installed. The connection to the power source must be car-
ried out by a suitably qualified professional considering the polarity
of the oven and of the power source. The disconnection must be
achievedincorporating a switch in the fixed wiring in accordance with
the wiring rules

o Ifthe ovenis provided by the manufacturer with plug:
The socket must be suitable for the load indicated on the tag and
must have ground contact connected and in operation. The earth
conductoris yellow-greenin colour. This operation should be carried
out by a suitably qualified professional. In case of incompatibility be-
tween the socket and the appliance plug, ask a qualified electrician
to substitute t
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